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FYN-X1/Y1/Z1 Series
Vane Damper

FYN-X1

FYN-Y1

FYN-Z1

＊Max. angle 　　　　 ９０°
＊Operating temperature　 　　　　 －５～５０℃　
＊Weight 　　　　　　　　　　　　　　　　　２７１ｇ
＊Body, cap, and rotating shaft material　　Zinc die-cast (ZDC)　
＊Oil type 　　　　 Silicone oil

Model Max. torque Reverse torque Damping direction

ＦＹＮ‐Ｘ１‐Ｒ１１４ 11 Ｎ・ｍ
（110 ｋｇｆ・cm）

2 Ｎ・ｍ or lower
（ 20 ｋｇｆ・cm or lower）

Clockwise
ＦＹＮ‐Ｘ１‐Ｌ１１４ Counter-clockwise

Note) Measured at 23°C±2°C

Specifications

Specifications

＊Max. angle 　　　　 １２１.４°
＊Operating temperature　 　　　　 －５～５０℃　
＊Weight 　　　　　　　　　　　　　　　　　２１５ｇ
＊Body, cap, and rotating shaft material　　Zinc die-cast (ZDC)　　
＊Oil type 　　　　 Silicone oil　

Model Max. torque Reverse torque Damping direction

ＦＹＮ‐Ｙ１‐Ｌ２５４ 25 Ｎ・ｍ
（250 ｋｇｆ・cm）

4.1 Ｎ・ｍ or lower
（ 41 ｋｇｆ・cm or lower） Counter-clockwise

Note) Measured at 23°C±2°C

＊Max. angle 　　　　             ５７.４°
＊Operating temperature　 　　　　           －５～５０℃　
＊Weight 　　　　　　　　　　　　　 　　　 ４９０ｇ
＊Body, cap, and rotating shaft material　  Zinc die-cast (ZDC)　
* Cap material                           Iron (SPFC)
＊Oil type 　　　　             Silicone oil　　

Model Max. torque Reverse torque Damping direction

ＦＹＮ‐Ｚ１‐Ｒ５０４ ５０ Ｎ・ｍ
（５００ ｋｇｆ・ｃｍ）

２.６ Ｎ・ｍ or lower
（２６ ｋｇｆ・ｃｍ or lower）

Clockwise
ＦＹＮ‐Ｚ１‐Ｌ５０４ Counter-clockwise

Specifications

Note) Measured at 23°C±2°C

● Contact us from INQUIRY

How to Use the Damper
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Rotation starting
position
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Rotation completion
position27.1゚ 27.1ﾟ

＜ＦＹＮ‐Ｚ１‐Ｌ５０４＞ ＜ＦＹＮ‐Ｚ１‐Ｒ５０４＞

Max. angle 57.4ﾟ Max. angle 57.4ﾟ

Max. angle（R）Max. angle（Ｌ）

RoHS CompliantFYN-X1/Y1/Z1 Series

Bi-Directional
Fixed Type Adjustable type Self-adjusting

Uni-DirectionalVane Damper

FYN-X1

FYN-Y1

FYN-Z1

●Products specification might be changed without notice.


