
1212.7

φ
12

Without cap  (S）

（74.3）

62.3

57.3

φ
5

（3.3）

（5）

12

Without cup  (S)

（87）

62.3

57.3

（3.3）

（5）

（
21
.9
）

φ
5

M16x1.5
6

（
21
.9
） M16x1.5

6

71.61615

φ
14

（87.6）

71.6

66.6

φ
6

（3.6）

（5）

16

（102.6）

66.6

（3.6）

（5）

φ
6

（
27
.7
） M20x1.5

8

（
27
.7
） M20x1.5

8

●Specifications are subject to change without notice. 

S h o c k  A b s o r b e r
Shock Absorber

FNJ-1612 SeriesFixed
F FNJ-2016 SeriesFixed

Specifications

Dimension

Specifications

Dimension

Model
N（kgf）cycle/min N（kgf） ℃

°
g

FNJ-1612L-S
M16×1.5 1

12 15.5
（1.58）

110
（110） 0.05〜2.0 4,130

（421） 60 11.7
（1.19） -5〜70 ±1

64.5
FNJ-1612L-C 67.6
FNJ-1612L-S-F

M16×1.5 2
70.2

FNJ-1612L-C-F 73.3

J（kgf・m） kg（kgf） m/s N（kgf）cycle/min N（kgf） ℃ g

FNJ-2016L-S
M20×1.5 1

16 33
（3.37）

230
（230） 0.05〜2.0 6,000

（612） 60 18.6
（1.9） -5〜70 ±1

119.0
FNJ-2016L-C 124.0
FNJ-2016L-S-F

M20×1.5 2
131.1

FNJ-2016L-C-F 136.1

O  p  t  i  o  n  a  l      P a  r  t  sMaterials

M16	SUS nut
FNJ-1612L-S

5.7
FNJ-1612L-C

SUS POM

M20	SUS nut
FNJ-2016L-S

12.1
FNJ-2016L-C

SUS POM

S  t  a  n  d  a  r  d    n  u  t
（Width across flat 19）

S  t  a  n  d  a  r  d    n  u  t
（Width across flat 19）

S  t  a  n  d  a  r  d    n  u  t
（Width across flat 19）

S  t  a  n  d  a  r  d    n  u  t
（Width across flat 2 4）

With cap  (C）
S  t  a  n  d  a  r  d    n  u  t

（Width across flat 2 4）

With cap  (C）

S    c  r    e      w 
 p  i      t  c  h 

N   u    t

pc(s)
mm

S  t  r  o  k  e

J（kgf・m）

Max.
absorption

energy

Max.
equivalent 

mass

kg（kgf） m/s

Range of
impact rate

Max.
drag

Max. 
cycle
rate

R   e     c      o      v      e      r    i        n     g  
power of 

 piston rod

Operating
temperature

Allowable 
eccentric 

angle

Weight O  r  i  f  i  c  e
type

Food grade  
machinery

oil

Groove 
o   r  i    fi    c    e

Body

Model Applicable Models Weight( g )

O i l  type

P   i   s   t  o  n       r  o  d N   u   t C   a   p 

stain
SUS

less M16 × 12mm M20 × 16mm

Model S    c  r    e      w 
 p  i      t  c  h 

N   u    t

pc(s)

S  t  r  o  k  e

mm

Max.
absorption

energy

Max.
equivalent 

mass

Range of
impact rate

Max.
drag

R      e        c         o                v         e         r      i             n        g  
p        o       w       e        r            o        f

 piston rod

Max. 
cycle
r  a  t e

Operating
Allowable 

°

eccentric 

angle

Weight O  r  i  f  i  c  e
type Oil type

O  p  t  i  o  n  a  l      P a  r  t  sMaterials
Body P   i   s   t  o  n       r  o  d N   u   t C   a   p 

Model Weight( g )

F

Outer diameter   Stroke Outer diameter   Stroke

temperature

Groove 
o   r  i    fi    c    e

Food grade
machinery oil

Food grade  
machinery

oil




